
 

 

 

READYMIX REPAIR MORTAR 

BONDCRETE RP is a fibre reinforced polymer modified repair mortar. It is a ready to use 
product requiring only water addition, yielding a long lasting repair compound for concrete 
and plaster repairs. 

ADVANTAGES: 

 BONDCRETE RP resists cracking because of fibre reinforcement 

 Has better compressive and flexural strength than regular concrete and mortar 

 Has good waterproofing qualities; Can be used as a plug or filler 

 Has good alkali resistance 

 Can be placed in thin or thick layers for repair 

 No curing is required: It’s a self curing product 

USES: 

 Structural repairs to columns, beams and slabs 

 Structural repairs to foundations and floors 

 Bridge decks, roads and pavement repairs 

 ESR & GSR repairs 

 Patch-working of plasters 

 Fillets in construction work 

 Concrete & plaster rehabilitation work 

APPLICATION PROCEDURE: 

Clean the area to be filled by mechanical means such as chiseling, hacking, wire-brushing 

etc. remove all loose materials and dirt. Clean oily residues if any, using suitable solvents. 

Wash the area to be filled with plenty of water. Mix the dry BONDCRETE RP powder with 

the specified amount of potable water to get a workable consistency mortar. Mix for 2-3 

minutes, thoroughly. See that no lumps remain in the mix. If present, remove the lumps. Let 

the mortar mature for about 10 minutes. Fill the area with BONDCRETE RP mortar in layers 

of about 10-15 mm at a time. Let the mortar air-cure for 24 hours. Do not disturb the fresh 

work during this period. Also, protect from heat, direct sun light and splashes of water. 

  



 

 

MIXING RATIO: 

25 kg BONDCRETE RP: 7.5 litre clean potable water 

POT LIFE: 

30 minutes from mixing 

COVERAGE: 

1.5 sq. m. per 25 kg for 12.5 mm thick layer 

PACKING: 

25 kg powder packed in poly-lined bags 

CAUTION: 

Wear protective rubber gloves to protect hand and fingers. Usual cement handling 

procedures should be followed. Wash hands and tools with plenty of water and soap. 

SHELF LIFE: 

6 months in originally sealed packs from the date of manufacture. 

 

 

 

 

 

 

 

Disclaimer: The information given in good faith is based on our in-house testing & site results. However, 
we do not guarantee the same as the conditions of actual use are beyond our control. 

WE HAVE OUR OWN PROJECT DIVISION & UNDERTAKE LARGE PROJECTS. 

REGD OFFICE:  
S. M. ADHESIVES, Godrej Edenwoods, 4/A2, Oak House, Pawar Nagar, Thane (W) 
TELEFAX: +91‐22‐25891320 WEB: www.smadhesives.com E‐mail: atul_awade@hotmail.com 
 


