
 

 

SSMMAACC®®  EELLAASSTTOOBBOONNDD  HHWWCC 

 HYGIENIC WALL COATING FOR INTERIOR WALLS 

DESCRIPTION: 
SMAC® ELASTOBOND HWC is a single component water based polyurethane wall coating 

for interior walls, which forms flexible and tough glossy film. This film creates hygienic 

surface on the walls. It has necessary microbe and stain resistance required for a hygienic 

coating. 

ADVANTAGES:  

 Eco-friendly being water based product 
 Forms flexible and tough film which bridges the cracks 
 Has good resistance to water and cleaning chemicals 

 Easy to clean properties of the treated surface 
 Very high gloss of the coating 
 Resistance to micro-organisms due to incorporation of special anti-microbe 

additives 
 Good stain resistance 

APPLICATION PROCEDURE: 
While applying SMAC® ELASTOBOND HWC coat, surface preparation is the most important 

part. Remove all the loose materials to expose the base surface of the wall. Wash the 

surface with plenty of water. A 10% muriatic acid solution wash should follow. Again wash 

the surface with plenty of water. Let the surface dry to SSD (saturated surface dry) 

condition. Fill all the cracks, honey‐combs, voids etc using cement mortar or our 

BONDCRETE RP repair compound. Apply a coat of SMAC® ELASTOPRIMER liberally by 

brush over the surface. Allow the surface to be touch‐dry. Apply a coat of SMAC® 

ELASTOBOND HWC on the primed surface by brush or roller. Care must be taken to 

ensure a uniform coat without brush marks. The second coat should be applied after the 

first coat is dry to touch. The second coat should be applied perpendicular to the first coat. 

Protect the treated surface for 48 hours from direct water splashes, scratching & other 

disturbances. Wash all the tools with water & soap. 

 
 
 
 



 

 

 
APPLICATION AREAS:  
 

 Clean Room coating for Pharmaceutical industry. 
 Hospitals 
 Hotels. 
 Dairies and Breweries     
 Food Processing Plants 

   

 

 

 

 

COVERAGE: 

 6- 8 sq. m.  in two coats 

PACKING:  

20 kg and 50 kg HDPE containers 

SHELF LIFE: 

12 months in originally sealed container. 

 

 

 

 

 

REGD OFFICE:  
S. M. ADHESIVES, Godrej Edenwoods, 4/A2, Oak House, Pawar Nagar, Thane (W) 
TELEFAX: +91‐22‐25891320 WEB: www.smadhesives.com E‐mail: atul_awade@hotmail.com 
 

Disclaimer: The information given in good faith is based on our in-house testing & site results. However, 
we do not guarantee the same as the conditions of actual use are beyond our control. 

WE HAVE OUR OWN PROJECT DIVISION & UNDERTAKE LARGE PROJECTS. 


